GPC
THE GRAPHIC  PRINTING CORPORATION

WWW.ADHESIVESTOMORROW.COM
WWW.GPCLABELS.COM 

1 800 994 3586
1 561 994 1728 FAX
MATERIALS ORDER FORM
IMPORTANT GUIDELINE TIPS:

REVIEW:  3M • FLEXCON • GPC CATALOGUE LINKS
Search for Product that best suits your requirements. 
Adhesives: Evaluate for Performance.  
Specifications include: Temperature ratings, Humidity, application temperature. 

Evaluate performance of adhesive to adhere to your substrate- be specific- 
Texture- smooth to coarse- Paint, Epoxy to Vinyl to Powder coat all require different Adhesives.

Assembly: Machine or hand. 

Permanent or Removable.

Foam Products:  Density- Cell thickness- Overall thickness- Adhesive ( none, one or both sides) type. 
Insulators: EMI • RFI • STATIC • HEAT • COLD – Evaluate for range of protective properties.

OEM manufactures provide a variety of STOCK sizes. For direct ship, please follow STOCK size

Availability guidelines, per OEM.

For Custom Sizes: ( Go to GPC Custom Converting Column at lower portion of this Page.) 
STOCK
MANUFACTURER: (CHECK ONE)  3M (   )  FLEXCON (   )  GPC  (   )  

PART NUMBER:                  

ADHESIVE: (   )  FOAM: (   )  INSULATOR: (   )  OTHER: (   )

SIZE

SHEET:           ROLL:                 
WIDTH:           LENGTH:

QUANTITY:       

LEAD TIME:
GPC Custom Converting:

( Include drawing or complete the following)

MANUFACTURER:   3M (   ) FLEXCON (   )    GPC   (   )

SIZE

SHEET:         ROLL: 

WIDTH:         LENGTH:

QUANTITY:

LEAD TIME:    
CUTOUTS: ( SKETCH DRAWING AND FAX )  
LAMINATION: ( TWO OR MORE PRODUCTS)

PRODUCT ONE:         PRODUCT TWO:          PRODUCT THREE: 
	


	

	


